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Core-LED TECHNOLOGY

96 Watt

CLASS+1

TB2-001285 TA1-001186

64x LED

L = xxx

xxx = Length (091,107,119,133,146,175cm)
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Extended corner warning

> 200 cd
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LED Module specification

Technical Data

Light Power

>200 (AMBER/BLUE)

Flashpattern - Alternating

Fast Double R65

Waterproof Mountkit / Cable Gland Partnr.: RB-KIT3

Partnr.: Secure waterproof deck contsruction and cabling
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I oPTION: 12 Watt QUANTIUM Module 4x3 Watt Core-LED Flashpattern - Simultaneous Fast Double R65
Total Watt 96 Watt (Blue) 90 Watt (Amber;
[JIJ]  OPTION: 12 Watt Core-LED Alley Light, Wide Optics otal Yatts (Blue) ( )
Voltage 10...13,8/ 18...30V
Lightbar Length 90, 120, 139, 160, 180cm Start Up Draw (Amps) 8 (12V) (Blue or Amber)
R Running Draw (Amps| 8 (12V) (blue or Amber
Options Roof connector Partnr.: 100.588 9 (Amps) (12V) ( )
Housing Polycarbonate Blue Toplens
Lens Polycarbonate clear
Protection IP-64
Connector Wiring

Operating temperature

-20...+70 Deg.Celsius

Size

see drawning

Partnumber

12V: xxx = Length (091,107,119,133,146,175cm)

ZRK xxx Aa16-12

24V: xxx = Length (091,107,119,133,146,175cm)

ZRK xxx Aa16-24
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