CRX-30 Series
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56 x 2 Watt LED

90 Watt

CLASS-2

TB2-001340
BLUE-LENS

133

xxx = length (059,098,124,150, 176cm)
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option: 100 Watt Speakercenter

Technical Data

Options

Candel Power

Average: 150 (Bleu) Class-2

Flashpattern - Alternating

Fast Double

Flashpattern - Simultaneous

Fast Double

Total Watts

90 Watt

Lightbar length (xxx) 90, 120, 139, 160, 179cm

Roof connector Partnr.: 100.588

Waterproof Mountkit / Cable Gland Partnr.: RB-KIT3

Partnr.: Secure waterproof deck contsruction and cabling
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Voltage 10....14V or 18...28V
Start Up Draw (Amps) 9 (12V)
Running Draw (Amps) 9 (12V)

Housing Polycarbonate lens
Lens Polycarbonate Blue
Protection IP-54
Connector Wiring

Operating temperature

-20...+60 Deg.Celsius

Size

see drawning

Partnumber

xxx = length (059,098,124,150, 176cm)

BLUE - CLASS-2

30TB2-xxxBBB

BLUE CLASS-2 OPAL CENTER

30TB2-xxxBOB

BLUE CLASS-2 100Watt Speaker

30TB2-xxxBSB
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